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Akfix R72 is a product designed for increasing rainy weather driving 

comfort with repelling rain from vehicle glasses. 

 
R72 
RAIN REPELLENT SPRAY 

 
 

 

   
 

FEATURES & BENEFITS 

 Thanks to the product’s special composition, vehicle glasses become  

brighter and smoother. 

 Also provides a comfortable ride with repelling rain drops from side  

and rear glasses on vehicle. 

 Water repelling property prevents corrosive components in the rain  

water to effect to the application surface. 

 Makes easy to clean any kind of dirt from surfaces. 

 Prevents formation of permanent lime stains. 

 Glasses gain a high quality protective property. 

 The content doesn’t harm the environment. 

 You can easily see the product’s water repellency property after 40 km/h 

with your vehicle. 

 Decreases the windshield wiper use up to %90.  

     
 

APPLICATIONS AREAS 

 Glass ( plexy glass, glass block etc.) and glazed facades, 
 Shower cabins, 
 Factory, workplace, house, mall etc. glasses, 
 Solar panels, 
 All vehicle glasses (automobile, train, bus, truck, ship etc.), 
 Motorcycle helmet visors, 

 Phone booths, bus stations, billboards, 
 Greenhouse glasses, 
 Bath tubs and sinks, 
 Traffic lights, traffic signs, 
 Roof tops glass panels. 

     

 

INSTRUCTIONS 

 

 With a clean cloth, wipe and dry the glasses before applying the product. 
 Before application, be sure that the surface is clean, dry and free from  
 dust and oil. 
 Spray the product to the surface from 15-20cm of distance and wait  

for 4 to 5 minutes. 
 With circular movements, wipe the surface with product and form a thin film layer.  
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RESTRICTIONS 
 

 Keep out of reach of children. 
 Keep the product closed tight. 
 In Case of eye contact, flush eyes with plenty of water. 
 Instructıons must be read before use. 
             

STORAGE AND SHELF LIFE 
 

 If stored in proper conditions, shelf life is 12 months. 

             

TECHNICAL SPECIFICATIONS 
 

 
 
 
 

 
             

PACKAGING 
 

PRODUCT Volume Package 

AKFIX RAIN REPELLANT SPRAY 200 ml  24 

                

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

DISCLAIMER 
 

The technical data contained herein is based on our present knowledge and experience and we cannot be held liable for any 
errors, inaccuracies, omissions or editorial failings that result from technological changes or research between the date of issue 
of this document and the date the product is acquired. Before using the product, the user should carry out any necessary tests 
in order to ensure that the product is suitable for the intended application. Moreover, all users should contact the seller or the 

manufacturer of the product for additional technical information concerning its use if they think that the information in their 
possession needs to be clarified in any way, whether for normal use or a specific application of our product. Our guarantee 

applies within the context of the statutory regulations and provisions in force, current professional standards and in 
accordance with the stipulations set out in our general sales conditions. The information detailed in the present technical data 

sheet is given by way of indication and is not exhaustive. The same applies to any information provided verbally by telephone to 
any prospective or existing customer. 

Form : Spray   

Color : Characteristic, transparent  

Density : 0,998 g/ml  

Propellant : No  

Shelf Life : 1 year  


